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" Tal van metaal verwerkende bedrijven zullen in de nabije toekomst ten laste vallen onder
de maximum toegelaten emissienormen van 1,0 mg/m?3 grenswaarde"

Wees voorbereid!

mobiele afzuiginstallatie Filtoo

Inclusief Arm: 3 mtr
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Voor meer informatie voor een rookvrije bedrijfsruimte: .i.'!".,w“".i'!!‘m'h/“-

Tel: 051/488.421
pieter@cbl-welding.com Fax: 051/488.620
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Technical Data

Separation efficiency [%]: 2 99,9
Width [mm]: 580

Depth [mm]: 580

Height [mm]: 900

Sound level [dB(A)]: 72
Current consumption [A]: 7
Power Frequency [Hz]: 50
Voltage [V]: 230

Engine performance [kW]: 1,1
Gas separator: Aktivkohlefilter
Main-filter: Hauptfilter
Pre-filter: Grobfilter, Vorfilter
Max. pressure [Pa]: 2.500

Max. volumetric flow of the fan [m3/h]: 2.500

Toebehoren:

Main filter
Appropriate to the mobile suction and filter unit "filtoo"

Activated carbon filter
Appropriate to the mobile suction and filter unit "filtoo"

Pre-filter mats kit of 10
Appropriate to the mobile suction and filter unit "filtoo"

Pre-filter 65,00 EUR
with frame, appropriate to the mobile suction and filter unit "filtoo"
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